
Datasheet: 

Backlit LED Panel 

Carida 1200x300 Backlit LED Panel 

--- . •: 

The Carida 1200x300 panel is a brand new addition to our great LED panel range, complementing the rest 

of the Carida range, with the same excellent design and reliability. 

This high efficacy panel offers an impressive 120lm/w performance. 

Features include: 

• Available in 4000K

• 1201m/w output

• 5-Year warranty

• TP(a) rated

• Energy and cost saving

• Emergency and dimmable versions available
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Datasheet: 

Backlit LED Panel 

Product Code Description Wattage Lumen Output Size (mm) 

100042 

Technical Data 

LED Type/Qty 

Lumen Efficacy 

Colour Temperature 

Luminous Flux 

Colour Index 

Carida Backlit LED 1200x300 Panel 

Dimming Options Available 

Input Voltage 

Working Voltage 

IP Rating 

Operating Temperature 

Lumen M aintenance 

Switching Cycles 

Power Factor 

Warranty 

30w 

SMD2835/96 

1201m/w 

4000K 

36001m 

UGR >19 

Ra>80 

3600Im 

1-10V /DALI / Push Dim

AC200-240V/50Hz 

750mA 

DC27-42V 

IP20 

-15° - +50°C

LS0/B20 @ 30,000hrs 

> 100,000 times

>0.9

5-Year

1195x295x32 
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